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Features & Description 

• Fixed speed AC Motor which ensures 

labeling accuracy 

• Advanced processor technology allows the “PTA” to 

be operated with a PC, Laptop or Programmable 

Controller 

• Accommodates various label stock sizes and materials 

with no change parts needed 

• Label Registration: +- 1/16” Dependent upon label 

quality and product positioning 

• Label Registration: Die-cut, waste removed, thermal 

transfer label stock w/1/8” minimum label gap   

• Label Formatting: Prints all Std. Barcode formats 

• Single Piston Air Cylinder 

• 6” Max. Product Heigh (12” Optional) 

• Communications: USB and Ethernet are Standard. 

• Operator Friendly - requires no special training or 

maintenance 

• Tamp / Blow Label Apply 

• Features TSC 203 or Optional 300 dpi Print Engine  

• Includes 12 Proportional and Mono-Spaced Fonts 

w/up to 12x Characters Expansion 

• Operates on customers Windows based PC w/any suitable 

Label Program (ie…Nice Label, Bartender, Label Matrix, 

Loftware, Label View, etc.) 

• Features Product Delay, Tamp Dwell, Air Assist and Print 

Trigger adjustments 

• PLC Touch Screen Controls 

 
 
 
 
 
 
 
        
        
 
 
 
 

General Specifications 
 
Air Req’d.:   3 CFM @ 60 PSI (dry air) 
Product Sensing:  Integrated Product Photocell 
Electrical:   120 VAC @ 3A 
Label Roll Size:  8” OD  X 3” Core ID (12” OD Optional) 
Label Size:   4” W x 5” L max. 

1” W x 1” L min. 
Label Speed:                   Up to 30 ppm; label dependent   
Weight:                             55 lbs.  
Dimensions:   35”L x 12”D x 24”H 
Applicator:  Tamp/Blow 
System Diagnostics: Standard 
Construction:  ½” Anodized Aluminum Plate 
Resolution:  203 (300 dpi Optional)  
American Made:             Except Print Engine 


