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HORIZONTAL WRAP  
LABELER FOR TUBES AND 

ROUND CONTAINERS 

SERIES  
7000-HWL 

DATA SHEET  
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features & General Specifications 
 

• Label Width: Up to 4.5” Std. (6” Optional) 

• Label Length: 0.39” – 4” 

• Label Roll Diameter: 3” ID - 12” OD  

• Container Diameter: 2” 

• Container Height: 1” – 4.9” Std. (Up to 8” Optional) 

• Anodized Aluminum & Stainless Steel Const.  

• Adjustable Height Leveling Pads 

 

• Label Speed:  Up to 100 FPM 

• Drive: Stepper 

• Electric Requirements: 120 VAC / 1Ph 

• Machines Dimensions: 51”L x 39”W x 60”H 

• Microprocessor Controlled 

• Machine Weight: 320 Lbs. 

• Integrated label Wrap Roller 

Optional Equipment  

• Automatic Infeed Clute 

• Clear Label Sensor  

• Custom Exits 

• Barcode  or Vision Reader 

• TT Coder / Ink Jet Coder 

• Low Label Alarm 

 

Our Automatic Tube 

Labeler is designed 

to label Plastic, Glass 

or Metal Tubes while 

laying horizontally. 

An integrated top 

hold-down belt 

assures a positive 

label wrap. 
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